
"A"

Cut Length "T"

Welded "ID"Welded "ID"

"A New Slant on Energizers"

"B"

"C"

13551 W 43rd Drive    Golden, CO  80403
Ph: (303) 420-6210     Fax: (303) 420-5005

DynaFlex™ Spring (standard materials)

"SOW" Style weld

"W" Style weld

"RADIAL"
Compression

"AXIAL"
Compression

DF200M-302-3.00 = 200 series cut to a 3.00" length
DF200M-302-3.00-W = 200 series cut to a 3.00" length and welded 

Example Part Numbers: 

Non-standard cross sections and materials also available, contact NPI to order.
DF200M-302-3.00-W-G = 200 series cut to a 3.00" length, welded, and gold plated

Centerline

Centerline = Welded "ID" + "B"; Cut Length "T" = Centerline × 3.14159

Wire Ø
Minor

(Compression axis)

service conditions to determine the suitability of this product in their specific application.
The proposed product must be tested and evaluated by the customer under all actual and potential

DF200M-302 = 200 series (ordered by the foot)

Footage available in 18"-32" long standardMajor

XXX XX.XX- - -
Pre-cut Length (inches)

(omit for footage)

Material

= 302 Stainless Steel

= 316 Stainless Steel

= C-276 Hastelloy

316

276

302

= Beryllium Copper172

X
Load

= Light

= Lt / Med

= Medium

LM

M

L

= Md / HeavyMH

= HeavyH

Dash Size

Part #: DF XXX
Material

= Standard Weld

= Weld Radial Only

= Weld Axial Only

WR

WF

W

= Short Overlap WeldSOW

= SOW Radial OnlySOWR

= SOW Axial OnlySOWF

(omit for no weld)

XXX X
Plating Type

G = Gold Plating

S = Silver Plating

N = Nickel Plating

(omit for no plating)

-

segments, longer lengths are welded.

* Contact NPI for specific requirements

6.00" 1.460"

Dash

Size

Spring

Load

"B"
Minor

"C"
Major

"A"
Wire Ø

L

132 M

132 MH

132 H

000 L

000 LM

000 M

000 H

100 L

100 M

100 H

200 L

200 M

200 H

300 L

300 M

300 H

400 L

400 M

400 H

500 L

500 M

500 H

600 L

600 M

600 H

132 0.025" 0.027"

0.025" 0.027"

0.026" 0.028"

0.026" 0.028"

0.055" 0.060"

0.055" 0.060"

0.051" 0.056"

0.048" 0.052"

0.086" 0.094"

0.083" 0.090"

0.081" 0.089"

0.115" 0.124"

0.114" 0.122"

0.113" 0.122"

0.163" 0.177"

0.163" 0.176"

0.159" 0.172"

0.215" 0.238"

0.215" 0.236"

0.215" 0.230"

0.325" 0.362"

0.325" 0.359"

0.348"

0.450" 0.504"

0.450" 0.500"

0.450" 0.495"

0.325"

0.30" 0.070"

0.50" 0.104"

0.80" 0.169"

1.20" 0.267"

1.70" 0.378"

2.40" 0.549"

3.80" 0.885"

6.00" 1.460"

0.268"

0.269"

(Ref) (Ref)(Ref)

0.003"

0.0035"

0.0045"

0.005"

0.005"

0.006"

0.007"

0.008"

0.008"

0.011"

0.014"

0.011"

0.014"

0.016"

0.016"

0.020"

0.026"

0.020"

0.026"

0.026"

0.031"

0.041"

0.041"

0.051"

0.031"

0.031"

0.30" 0.070"

0.30" 0.069"

0.30" 0.069"

0.50" 0.104"

0.50" 0.108"

0.50" 0.111"

0.80" 0.172"

0.80" 0.174"

1.70" 0.378"

1.70" 0.382"

2.40" 0.549"

2.40" 0.549"

3.80" 0.885"

3.80" 0.885"

6.00" 1.460"

Minimum Welded
Dimensions*

"T" "ID"

= Inconel X750750

1.20"

1.20"


